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CONSTRUCTION DETAILS . |
A. REMOVE CLASS 2 WOOD POLE AND BACK GUYS. ~IQo 2 1. FINAL GEOMETRICS AND GRADE SHALL BE CONFIRMED PRIOR TO
W0
B. RE-AIM VIDEO DETECTION CAMERA. << THE INSTALLATION OF SIGNAL EQUIPMENT.
C. FURNISH AND INSTALL 27’ STEEL POLE WITH 70’ MAST ARM. SIGNAL HEADS. SIGNS AND 34" SPAN WIRE E
(NOTE: 1-3” WEATHER HEAD, AND 2-3” , 90 DEGREE P.V.C. BEND). O 2. CONDUITS SHALL BE INSTALLED PRIOR
D. USE EXISTING CONDUIT. lv—’z TO THE INSTALLATION OF PAVEMENT MARKINGS.
E. USE EXISTING HANDHOLE. |
F. INSTALL34" SPAN WIRE., AND CABLES AS SHOWN. - \r 3. REFER TO DRAWING TP 25 FOR PAVEMENT MARKING DETAILS. RIGHT OF WAY
G. REWIRE CONTROLLER AS NEEDED.
lli. SEEAO\EEIg??nGWégiNAu?RgABLES FROM CLASS 2 WOOD POLE. g g 4. REWIRE THE CONTROLLER AS NEEDED.
J. REMOVE EXISTING STOP LINE. — - 5. “ALL UNDERGROUND. AND OVERHEAD UTILITIES SHOWN ON THESE PLANS ARE
K. INSTALL PAVEMENT MARKING ARROW. Q. SCHEMATIC ONLY, AND MAY NOT BE COMPLETE. THE CONTRACTOR
L. REMOVE PAVEMENT MARKING ARROW. SHALL BE RESPONSIBLE FOR NOTIFYING MISS UTILITY PRIOR TO CONSTRUCTION
M. INSTALL 3" P.V.C. (SCHEDULE 80) ELECTRICAL CONDUIT — TRENCHED. SO THAT ALL UTILITIES MAY BE LOCATED IN THE FIELD. IF THE CONTRACTOR
N. RELOCATE EXISTING SIGNAL HEADS AND SIGNS AS SHOWN ON MAST ARM. PERCEIVES THAT A CONFLICT BETWEEN UTILITIES. AND THE TRAFFIC SIGNAL
0. INSTALL 24” WHITE REMOVABLE PREFORMED PAVEMENT MARKING TAPE (STOP LINE). PHASE 2A
WILL OCCUR. THE CONTRACTOR SHALL NOTIFY THE PROJECT ENGINEER
P. REMOVE SPAN WIRE. CABLE., SIGNAL HEADS., AND SIGNS AS SHOWN. IMMEDIATELY SO THE CONFLICT MAY BE RESOLVED.“
Q. INSTALL 3” P.V.C. (SCHEDULE 80) ELECTRICAL CONDUIT — BORED. TEMPORARY TRAFFIC SIGNAL SS-9
R. EXISTING STOP LINE TO REMAIN.
REVISIONS APPROVALS
/ MARYLAND DOT - STATE HIGHWAY ADMINISTRATION

S. INSTALL ELECTRICAL HANDHOLE.
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